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DISPLAY COLOR
Satin black

PADDING COLOR
Choose from 26 colors of vinyl padding for the sides, top, 
and bottom front of the table.

CONSTRUCTION
Durable, lightweight aluminum cabinet features vinyl padding 
to protect players. Table is set on retractable castors, and the 
tabletop folds down for transportation and storage; tabletop 
load capacity is rated at 150 lb (68 kg) max. 

PRODUCT SAFETY APPROVAL
ETL-listed and tested to CSA standards

OPERATING TEMPERATURES
40° to 122° Fahrenheit (4° to 50° Celsius)

DAKTRONICS STS-3171 PRODUCT SPECIFICATIONS

Foldable tabletop with 
beverage holders 

Removable side 
padding to join 
multiple tables 

together

STS-3171-10STS-3171-5

The STS-3171 series of scorers tables features a backlit sponsor panel. Tables are designed to comfortably sit 2 or 4 scorers, 
depending on the width, and feature convenience power outlets for control equipment or laptop computers, USB jacks for 
cellphones, tablets, and smaller devices with USB power cables as well as beverage holders to prevent spills. 

MODEL UNCRATED 
WEIGHT DIMENSIONS SPONSOR PANEL/

COPY AREA
POWER 

(120 VAC)

STS-3171-5 185 lb (84 kg) 3.03' H x 5.33' W x 2.71' D
(924 mm x 1.63 m x 826 mm)

2.35' H x 4.92' W
(718 mm x 1.5 m)

1260 Watts, 
10.5 Amps

STS-3171-10 285 lb (129 kg) 3.03' H x 10.26' W x 2.71' D
(924 mm x 3.13 m x 826 mm)

2.35' H x 9.84' W
(718 mm x 3.0 m)

1308 Watts,
10.9 Amps

       Notes:
        1) Width shown includes removable side padding. Subtract 5" (127 mm) for width without the padding.
        2) Depth shown is for table in stationary mode. Tables are 2.30' (701 mm) deep in mobile mode.     
        3) Wattage shown includes max load placed on table including convenience outlets.

Side View



WWW.DAKTRONICS.COM  E-MAIL: SALES@DAKTRONICS.COM
All Sport® is a trademark of Daktronics, Inc. Consistent with Daktronics' policy of continuing product development,  
specifications shown on this document are subject to change without notice.
DD5257345  041923  Page 2 of 2  Copyright © 2023 Daktronics, Inc.

OPTIONS & ACCESSORIES
• Possession indicator with 3" (76 mm) high red LED arrows and 2" (51 mm) high POSS caption; indicator can be installed in 

multiple locations along the top pad to allow it to be centered when there is more than one table
• End of Period (EOP) and/or Clock Stop light strip with red LEDs – requires All Sport® 5000 controller (SL-03991) or 

All Sport Pro software (DD4252201)
• Protective cover 

DAKTRONICS STS-3171 PRODUCT SPECIFICATIONS

Optional Possession Indicator

Optional 
End of Period 

Light Strip

FOR ADDITIONAL INFORMATION
• Architectural Specifications: See DD5257370 
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https://www.daktronics.com/web-documents/HSPR-Documents/SL03991.pdf
https://www.daktronics.com/web-documents/HSPR-Documents/DD4252201.pdf
https://www.daktronics.com/web-documents/HSPR-Documents/DD5257370.doc

