This double-sided LED indicator is an accessory for Daktronics shot clocks and scoreboards. For shot clocks, the indicator can illuminate when the game horn sounds, when the shot clock horn sounds, when the game clock is stopped or when the game clock is at zero. For scoreboards, the indicator illuminates when the game horn sounds. The BB-2133 is shown atop a BB-2114 shot clock (sold separately) with included mounting channel.

**DIMENSIONS**

<table>
<thead>
<tr>
<th>Dimensions</th>
<th>Uncrated Weight</th>
<th>Power</th>
</tr>
</thead>
<tbody>
<tr>
<td>5.5&quot; H x 5.5&quot; W x 3&quot; D</td>
<td>2 lb (1 kg)</td>
<td>16 VAC or 120 VAC, 1 Amp</td>
</tr>
<tr>
<td>(140 mm, 140 mm, 76 mm)</td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

**INDICATORS**

- All indicators are 3.25" [83 mm] in diameter.
- All indicators are red.

**DISPLAY COLOR**

Semi-gloss black

**CONSTRUCTION**

Durable, lightweight aluminum

**OPERATING TEMPERATURES**

- -22° to 122° Fahrenheit (-30° to 50° Celsius)

**GENERAL INFORMATION**

6" H x 4.5" W x 3" D [152 mm, 114 mm, 76 mm] mounting channel and hardware to mount unit to a scoreboard or shot clock are provided. Specifications and pricing are subject to change without notice.

**FOR ADDITIONAL INFORMATION**

- Architectural Specifications: See SL05999
- Manual: See ED-13806