SECTION 11480

TI-2002-13/-14 TIMING DISPLAY


Part 1 GENERAL

1.01 SECTION INCLUDES

A. Single-sided LED timing display

1.02 references

A. Standard for Electric Signs, UL-48, 13th Edition

B. Standard for Control Centers for Changing Message Type Signs, UL-1433, 1st Edition

C. Standard for CAN/CSA C22.2 No. 207-M89 for indoor use

D. Federal Communications Commission Regulation Part 15

E. National Electric Code

1.03 SUBMITTALS

A. Product data: Submit manufacturer’s product illustrations, data and literature that fully describe the timers and accessories proposed for installation.


B. Shop drawings: Submit mechanical and electrical product specification drawings.

C. Maintenance data: Submit manufacturer’s installation, operation, and maintenance manuals.

1.04 DELIVERY, STORAGE, AND HANDLING

A. Product delivered on site. 

B. Timers and equipment to be housed in a clean, dry environment.

1.05 Project CONDITIONS

A.
Owner to provide safe, dry storage location for portable equipment.

1.06 quality assurance

A. For indoor use

B. Source Limitations:  Obtain each type of scoring or related equipment through one source from a single manufacturer.

C. ETL listed to UL Standards 48 and 1433

D. NEC compliant

E. FCC compliant

F. ETLC listed to CAN/CSA 22.2

1.07 WARRANTY

A. Provide 1 year of parts coverage 

B. Provide toll-free service coordination

C. Provide technical phone support during Daktronics business hours

Part 2 PRODUCTS

2.01 manufacturer

A. Daktronics, Inc., 331 32nd Avenue, P.O. Box 5128, Brookings, South Dakota 57006-5128

B. ________________________________________________________________________

C. ________________________________________________________________________

2.02 Product

A. Daktronics TI-2002 portable timer can count down from any preset number up to99:59. The timer can also be configured to count up. It can be used as a stand-alone timer or as a timing display for a system with a scoreboard.  This display can also be used as a time-of-day clock (with an All Sport 5010 controller).

2.03 DISPLAY

A. General information

1. Dimensions: 0'-9" (229 mm) high, 1'-8" (508 mm) wide, 4" (102 mm) deep

2. Weight: 10 lb (4.5 kg)

3. Power requirement: 40 watts

4. Color: semi-gloss black

B. Construction 

1. Alcoa aluminum alloy 5052 construction

2. Display face: 0.063" thick

3. Display back: 0.050" thick

4. Display perimeter: 0.063" thick

5. Digit faceplates: 0.063" thick

C. Digits

1. PanaView® digit technology
2. Digit size: 5" (127 mm) high
3. Red or amber in color

4. Seven bar segments per digit
2.04 SCORING CONSOLE


A. Console is an All Sport® 1600 controller 

B. Capable of controlling other All Sport controlled timers.

C. Console has a maximum power requirement of 3 watts

D. Console includes:

1. A rugged aluminum enclosure to house electronics   

2. A sealed membrane water-resistant keyboard   

3. A 32-character liquid crystal prompting display to verify entries and recall information currently displayed 

4. A 6' (1829 mm) power cord to plug into a standard grounded 120 V AC outlet

5. A 20' (6096 mm) control cable to connect to the control receptacle junction box

6. A practice timer mode

a. Can sound the horn at the end of each segment

b. Has 99 programmable segments

c. Displays the segment number and segment length

d. Has a programmable interval time 

2.05 Optional Equipment

1. Control console can be upgraded to All Sport 5010 controller

2. Durable Carrying case for control console

3. Battery pack

2.06 CONTROL CABLE

A. One pair shielded cable of 24 AWG minimum is required.

Part 3 EXECUTION

3.01 EXAMINATION

A. Verify that there is a stable dry place to store display and controller.

3.02 INSTALLATION

A. Set up display. Test operation and conduct operator training.
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